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IN-WALL BLOCKING, TYPICAL ALL
LOCATIONS (PROVIDED BY OTHERS)

STAINLESS STEEL
DOUBLE EAR
STIRRUP BRACKET
(3 EACH TYPICAL)
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MALE/FEMALE
THRU-BOLT PAIR

STAINLESS STEEL
SINGLE EAR
STIRRUP BRACKET
(3 EACH TYPICAL)
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1" THICK
PANELS &
DOORS

11/4" THICK
PILASTERS

#14-34°
#14 -1 1/2" TORX SCREWS SLIDE LATCH TORX
WITH PLASTIC ANCHORS SCREWS COAT HOOK
#10 - 5/8" W/ BUMPER
ONEWAY
1 1/4" BRACKET ON PILASTER SCREW
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N ™ il
= —
i =l
LI Lo | | “ o 1
CUTOUT INSET / BOOR PULL gg;ivEWNe INSWING STRIKE
GRAVITY HINGE
BUMPER
#10-13/8"
MACHINE BOLT
CUTOUT INSET
GRAVITY HINGE
STAINLESS STEEL
STIRRUP BRACKETS BUMPER
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Architectural Products

Standard Elevation - Stainless Steel Partitions
Cutout Inset Gravity Hinge - Stainless Steel Stirrup Brackets
Floor Mounted




